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Rolling Hose
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The candidate, given a complete set of PPE and a section of fire hose, shall demonstrate a straight roll, donut roll, twin donut roll and self‑locking twin donut roll while wearing full PPE in accordance with Delmar, Firefighter’s Handbook, 2 ed., NYS ed. JPR 10-6, 10-7, 10-8, and 10-9
Time limit for this station is 20 minutes and skills may be completed in any order.  


	Criteria:
	Pass
	Fail

	STRAIGHT ROLL
	
	

	Lays hose out straight and flat
	
	

	Rolls male coupling onto hose, starting the roll, leaving an opening large enough to insert fingers
	
	

	Continues rolling, forming an even roll
	
	

	As hose roll increases in size, edges are kept aligned
	
	

	Final roll is checked for uniformity, and any protruding coils are gently tamped into coil
	
	

	Finished hose roll is neat and tight, and stays together when lifted
	
	

	DONUT ROLL
	
	

	Lays hose out flat and straight, or doubles the hose with couplings even, and 

hose flat and parallel
	
	

	There are no twists in the hose
	
	

	Starts roll at a point off-center of hose, toward the male coupling
	
	

	Rolls hose toward female coupling (straight method), or toward male coupling (parallel method)
	
	

	Leaves sufficient space to insert fingers in roll
	
	

	When complete, male coupling is enclosed within roll by one layer of hose only and is behind female coupling by 12'', minimum
	
	

	Finished hose roll is neat and tight, and stays together when lifted
	
	

	TWIN DONUT ROLL
	
	

	Places male and female couplings together, forming adjoining parallel lines
	
	

	Hose is flat without any twists
	
	

	Folds loop end over onto hose forming a V
	
	

	Rolls both lines simultaneously toward the couplings
	
	

	Finished hose roll is neat and tight, without any protruding hose, and stays

 together when lifted
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